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EXISTING SITE PLANA1
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EXISTING BEAM LAYOUTD3
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EXISTING BEAMS 2 AND 3E1 Scale: 1" = 1'-0"

EXISTING BEAM 1 AND 4E2
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PROPOSED BEAM 1 BOLT PATTERND1
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EXISTING BEAM 1 REINFORCEMENTD2

PROPOSED WORK SEQUENCE

1. INSTALL 14" x 8" x 9' LONG PLATE, TYPICAL BOTH SIDES OF "BEAM 1", UTILIZING 3
4" UNC x 2" LONG

BOLTS, NUTS, WASHERS AND LOCK WASHERS SPACED AS SHOWN IN DETAIL D1 ON THIS SHEET.
CLEARANCE HOLES TO BE NOT MORE THAN 25

32" DIAMETER. HOLES MUST BE DRILLED. BURNING
CLEARANCE HOLES WILL NOT BE ALLOWED.

2. REMOVE NOT MORE THAN 13" OF ROCK AND MORTAR ON UNDER SIDE OF BRIDGE DECKING 
BETWEEN "BEAM 1" AND "BEAM 4" TO ALLOW INSTALLATION OF INTERMITTENT BEAMS.

3. INSERT REPLACEMENT "BEAMS 2 AND 3". BEAMS ARE TO BE S12x51
4"x12" (50 lbs/LF).

4. "BEAMS 2 AND 3" ARE TO BE EVENLY SPACED BETWEEN "BEAMS 1 AND 4"

5. "BEAMS 2 AND 3" ARE TO BE TEMPORARILY SUPPORTED INSURING "FULL SURFACE CONTACT"
WITH UNDER SIDE OF BRIDGE DECKING. JACKING OR TEMPORARY POST MAY BE NECESSARY TO
ACHIEVE "FULL SURFACE CONTACT" WHILE GROUT/MORTAR CURE. SHIMS WILL NOT BE 
ALLOWED UNDER BEAMS TO INSURE POINT LOADING ON ROCK.

6. SECURE NEWLY INSTALLED "BEAMS 2 AND 3" IN PLACE WITH NON-SHRINK GROUT/MORTAR.

7. REPLACE EXISTING ROCK WITH NEW MORTAR OR POUR CONCRETE TO REPLACE THE ROCK AND
MORTAR REMOVED IN STEP 2 OF THIS SEQUENCE.

8. CONTRACTOR IS TO PROVIDE MORTAR AND EIGHT (8) HOURS OF LABOR TO REPAIR/REPLACE
BROKEN MORTAR ON THE GUARDRAIL AND WINGWALLS AS DIRECTED.




